PEGASUS LED

L1 Lampeggiante Pegasus a LED
Pegasus flashing Lights LED
[E ] Clignotants Pegasus LED

[ D] Pegasus Blinkleuchte LED
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Dati Tecnici:

Alimentazione: 12V-24V -230V AC/DC;
Funzionamento: Luce fissa o Lampeggiante;
Assorbimento Massimo:

Caractéristiques techniques:
Alimentation: 12V-24V -230V AC/DC;
Lumiére : Fixe, Clignotante;

Puissance maximum absorbéev:

12V = 8mA 12V = 8mA
DC | 24V = 36mA DC 24V = 36mA 230V AC
12V = 74mA 12V = 74mA
AC | 24V = 43mA AC | 24V = 43mA
230V = 30mA 230V = 30mA o
Luminosita: 250 ~ 270 Lm; Puissance lumineuse : 250 ~ 270 Lm; _‘l‘
Antenna: 433Mhz; Antenne: 433Mhz; OV-com =
0 |—ﬂ
12v ©
[GB] [D] W BINK
Technical Data: Technische Daten:
Power Supply:12V-24V 230V AC/DC; Stromversorgung: 12V-24V -230V AC/DC;
Steading or Flashing Light; Blinken oder Dauerlicht;
Maximum power absorbed: Maximale Leistung absorbiert: Antenna
12V = 8mA 12V = 8mA -
DC | 24v = 36mA DC | 24v - 36mA
12V = 74mA 12V = 74mA
AC | 24V = 43mA AC |24V = 43mA
230V = 30mA 230V = 30mA
Total light : 250 ~ 270 Lm; LED-Lichtstrom: 250 ~ 270 Lm;
Antenna: 433Mhz; Antenne: 433Mhz;
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Technical Data:
Power Supply:12V-24V -230V AC/DC;
Steading or Flashing Light;
Maximum power absorbed:
12V = 8mA
DC | 24v = 36mA

12V = 74mA
AC ‘ 24V = 43mA

230V = 30mA
Total light : 250 ~ 270 Lm;
Antenna: 433Mhz;

[D 1]

Technische Daten:
Stromversorgung: 12V-24V -230V AC/DC;
Blinken oder Daverlicht;
Maximale Leistung absorbiert:
12V = 8mA
DC | 24v = 36mA

12V = 74mA
AC |24V = 43mA

230V = 30mA
LED-Lichtstrom: 250 ~ 270 Lm;
Antenne: 433Mhz;
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